
TECHNISCHE DATEN

Construction: Wafer check valve

Body: Stainless steel 1.4408

Disc: Stainless steel 1.4408

Spring: Steel 1.4404

Seal disc: [O-Ring] - see table

Connection: Acc.to  DIN EN 1092-1  PN10-PN40

Seal flange: See table

Medium temperatur: Depends on pressure and seal – see table

Medium pressure: Max. 40 bar Temperature dependent

Opening pressure 20-30 mbar

Item Seal Temperature

9036 EPDM -30°C up to +160°C

9038 FKM -20°C up to +220°C

DN ød mm øD mm øD1 mm L mm SW mm

15 15 53 43 16,5 45

20 20 63 53 19,5 55

25 25 73 63 22 65

32 30 84 75 28 78

40 38 94 86 31,5 88

50 47 107 96 40 98

65 62,5 126 115 46 118

80 77 144 130 50 134

100 96 164 151 60 154

125 118 177 187 90 -

150 140 205 217 106 -

200 185 261 274 140 -9036 | 9038-15 425 16,10

9036 | 9038-10

9036 | 9038-13 192 5,50

9036 | 9038-14 255 8,30

9036 | 9038-05

9036 | 9038-06

9036 | 9038-07

9036 | 9038-08

Item No.

9036 | 9038-04
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0,40

0,60
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Measurements, as well as pictures are non-binding. We reserve ourselves changes according to the state of the technology     
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9036 | 9038-12 3,30

KV-value m³/h

5,00

Weight (g)

29,00

40,00

57,00

85,00

92,00
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